PROFESSIONAL COUPLER

COUPLER

Lightweight & low profile KUPO professional couplers are constructed from high tensile aluminum extrusion and have
been developed for installations where load capacities of up to 500kg are required. The KUPO professional couplers
combine strength and durability with a high degree of safety. The couplers are designed to fit tubes with diameter
between 48mm-51mm. Some have been tested and certified with TUV approval for a safe working load of

500kg. The standard finish is polished. Custom color or logo is upon request.

Kupo half type coupler (KCP-831)

is approved by TUV Product Service i montored /2

listed with a safety working load at 500kg

"CAPTIVE", on
top of thread bolt to
avoid wing nut falling off

the clamp in the air \

Constructed from a
high tensile-strength
6061 aluminum-extrusion

Attach securely to
tubes with outside
Dia.48-51mm

Standard in polish
finished. Black is

available to specify Designed for safe

connection in

/ trussing system

Nylon lock nut bolt

order
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KCP-834 SPIGOT COUPLER

B’ Incorporate a 28mm (1-1/8") TV spigot
M Weight: 0.75KG
B’ Working load: 500KG

KCP-835 TRUSS COUPLER KCP-835L / LIFTING TRUSS COUPLER

B’ Suitable for all triangular/square truss sections B’ Equipped with two half coupler to grip on truss
M Weight: 3.30KG

g For 2” tube truss system
g Lifting point is M16 eye ring rated for 500KG
B’ Center to center: 197mm~402mm

KCP-835V / LADDER TRUSS COUPLER

B’ Supplied with two half coupler
g Feasible for all ladder truss (2” tube system)
g Welded with 28mm spigot

Center to center: 195mm~395mm

KCP-828 SLIM TYPE HANDCUFF CLAMP

B’ Save time and effort in hanging fixture
Mounted with M10 bolt & lock nut

Weight: 0.45KG
Working load: 100KG
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KCP-838-T HANDCUFF CLAMP W/T-HANDLE
KCP-838B-T Black Color

M Weight: 0.65KG
M Working load: 200KG
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KCP-840P HANDCUFF CLAMP W/28MM SOCKET

B’ Fits tube 48~51mmOD. Supplied complete with
29mm socket

B’ With the safety lock system

E Weight: 1.05KG

~

Working Load: 100KG

KCP-847 TUBE/ BARREL JOINER

g For quickly connectiong two tubes together end to end

KCP-839 HANDCUFF CLAMP W/STUD

B’ With KS-090 yoke to stand adaptor 28mm stud
16mm socket

KCP-844P TV COUPLER, SILVER
KCP-844B TV COUPLER, BLACK

B’ W/a 28mm TV spigot or 16mm body stud to
horizontal or vertical pipes

B’ Cover “ hook strut” design to keep this coupler from
B’ falling off the bar before it is completely tightened
B’ Weight: 0.90KG

B/ Working load:n 300KG

KCP-851 MIGHTY COUPLER

B’ For 2.5” (60mm) truss system

B’ Supplied complete with a rated M10 x 28 bolt &
lock nut, suitable for use w/ large lighting fixtures
Weight: 0.60KG
Working load: 500KG
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KCP-857 MIGHTY HALF SWIVEL COUPLER

B’ For 2.5” (60mm) to 2” (50mm) truss system
B’ Allowing a full 360 degree of movement
Easily fixed in a 90 degree configuration w/drift pin
g Weight: 1.20KG
B’ Working load: 500KG

SH.L 500KGs
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B’ Light-Weight coupler for small fittings
[M For 2" truss system

B’ Coming with T-Handle

B’ Black and silver available 100
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KCP-841P ARCH COUPLER WITH 28MM SOCKET

B’ Fits tube 48~51mm OD. Supplied complete with
29mm socket

B’ With pull-to-release safety lock
M Weight: 1.38KG

Working load: 150KG
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KS-089 UNIVERSAL TV QUICK RECEIVER

KCP-801 250mm ARM COUPLER
KCP-802 500mm ARM COUPLER

B’ Half coupler weld with OD51mm aluminum alloy

tube, for versatile applications 2 -
M KcP-801 Working load: 80KG Q
M KCP-802 Working load: 40KG %% §’
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KCP-872 MOVING LIGHT BRACKET

M With 1/4 turn fastener
B’ Feasible with Martin moving lights
M Central hole for M12 and 1/2” bolt

Swivel for every 45°
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No drift pin required
For 2” tube

B/ Tighten or release to turn through hex tool
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B’ An aluminum quick receiver which accepts and holds captive 28mm DIN or Euro spigot

B’ Allowing 360 degree rotation

B/ Affixing C clamp or stage coupler atop turns to be a professional TV clamp
(C clamp or stage coupler is optional); assembly through long hex or

wrench socket driver 4
A

— |~=—013

=

=

118
140

[e—t— 029

'I /;;§=3 R 1
- EM ) a
4 ‘

-

33



C-02N  4.5” STEEL CLAMP W/ SCREW & NUT SILVER ' C-02BN 4.5” STEEL CLAMP W/ SCREW & NUT BLACK

C-02T  4.5” STEEL CLAMP W/ T HANDLE SILVER C-02TB 4.5” STEEL CLAMP W/ T HANDLE BLACK
C-02TN 4.5” STEEL CLAMP W/ T HANDLE & NUT C-02TBN 4.5” STEEL CLAMP W/ T HANDLE & NUT
SILVER BLACK

C-02N C-02TN $13 C-02BN C-02TBN

C-01 STEEL CLAMP C-03S STEEL HOOK CLAMP FOR 1.5” TRUSS

C-03 STEEL HOOK CLAMP C-04 STEEL HOOK CLAMP FIT DIA.20-52mm
TUBE

s
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5/16"-18

C-05QP KS-013
HOOK CLAMP QUICK RELEASE Dia. 17mm spigot for
C-05 clamp
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KCP-700P CONVI CLAMP POLISH KCP-7SDL KD-730 OPTIONAL
KCP-700B BLACK FINISH Convi Clamp Saddle ACCESSORY FOR KCP-700 FOR
DOUBLE SOCKET

& §

_ KS-005
M10 x 25 STUD

KD-730

KCP-100B TV CLAMP FOR DIA. 22-54mm TUBE
W/ 28mm (1-1/8") SOCKET, BLACK

C-05NQP HOOK CLAMP ALUMINUM QUICK GRIP ~ C-06 HEAVY DUTY CLAMP IRON CASTING

C-08 EXTRUSION CLAMP C-09 MINI EXTRUSION CLAMP

C-10 TINY CLAMP FIT DIA. 12-38mm TUBE & C-12 STEEL CLAMP FIT DIA. 30-60mm TUBE
SQUARE PLATE THICKNESS 10-45mm C-12B BLACK FINISH

M12 x 1.75

76.5
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SAFETY WIRE

SW-01 DIA. 3.2MM, 75CM length, safety load 10KG

SW-02 DIA. 3.0MM (W/ PVC coat), 70CM length, safety load 5KG
SW-03 DIA. 5.0MM, 100CM length, safety load 50KG

SW-04 DIA. 4.5MM (W/PVC coat), 75CM length, safety load 10KG

CUSTOM DESIGN WELCOME!

SW-01YP/SAFETY WIRE WITH YOKE PLATE

Kupo extends the application of safety wire by adding a yoke plate
on SW-01 safety wire. By fastening the plate to the yoke of lighting
fixture, it offers an easier management for safety wire as the fixing
point is just that clear. With this design, the safety bond won't get
lost any more as it is firmly attached to the yoke. A simple and clever
accessory to the fixtures.

SW-OLYP

SW-ACC/SAETY WIRE FOR ETC ACCESSORIES

Unique design to add safety to the accessories in front of lighting fixture.
Black finish makes it low-keyed against luminary. Dia. 2mm wire and
overall 60cm length provides the maximum utility.

SW-ACC with half top hat with color frame on S4 Jr.
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KCP-702 STAGE CLAMP W/ 14mm HOLE KCP-703 STAGE CLAMP W/ 18mm STUD
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KCP-704 STAGE CLAMP W/ 28mm STUD KCP-705 STAGE CLAMP W/ 29mm SOCKET
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WS-140 WINGNUT MULTI-SPANNER

Its application is tighten large & small wingnut without damage. Fits M12, M10 & M8 Hex. bolts. Carbon steel
with heat treatment. Easy to carry (it can be hang on belt by the hook) and nice looking.

[M 3 x Hex Bolt ™M 2 x WingNut

[M 2 x SetScrew [M 1 x Key Chain

g 1 x Bottle Opener B’l x flat screw driver

¥

355 Universal Floor Stand

Low profile, lightweight compact folding floor stand. Constructed of anodized
aluminum legs and central column. With die-casting legs mount. Designed for
a 28mm spigot,or a 19 mm spigot with supplied adaptor.

Closed length: 35.1 cm Weight: 1.05KG
Working height: 13 cm Max loading: 10 KG
Foot print: 60 cm
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